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PRODUKTOVY LIST

PAROC Hvac Combi AluCoat T

Potrubni pouzdro z kamenné viny uréené pro tfi blizké priméry potrubi kasirované
zesilenou hlinikovou félii se samolepicim pfesahem.

Tepelna a protikondenzaéni izolace topnych a vodovodnich potrubi.

Teplota na vnéjSim povrchu izolace na styku s kaSirovanim nesmi prekrocit +80°C
(teplotni omezeni je dano tepelnou oddolnosti lepidla).
Vyrobky z kamenné viny PAROC odolavaji vysokym teplotam. Cast lepidel se odpafi,
kdyz teplota prekroci cca 200°C. Izolaéni schopnosti zlistavaji nezménény, snizi se jen
oddolnost v tlaku. Teplota tani kamenné viny je vysSi nez 1000°C.

Cislo certifikatu  0809-CPR-1016 Eurofins Expert Services Ltd, Kivimiehentie 4, FI-02150 Espoo.
Finland
MED Type-Examination (Module B) certificates No. 74480/A0 and 74479/A0 and UK
Type-Examination (Module B) certificates No. 74465/A0 and 74467/A0.

Identifikaéni kéd  MW-EN 14303-T8/T9-ST(+)250-WS1-MV2-CL10

Druh baleni  Karténové krabice nebo platova baleni na paleté.

ROZMERY

TLOUSTKA VNITRNi PRUMER POTRUBNi POUZDRO DELKA

20-60 mm 12-18,22-28 mm 1200 mm

Dle normy EN 13467 Dle normyEN 13467 Dle normy EN 13467

VLASTNOST HODNOTA DLE NORMY

ROZMEROVA STABILITA

Maximalni provozni teplota - rozmérova stalost |250 °C | EN 14303:2009+A1:2013 (EN 14707)
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Vlastnosti
VLASTNOST HODNOTA DLE NORMY
POZARNI VLASTNOSTI
Reakce na ohen, Euroclass A2 -s1,d0 EN 14303:2009+A1:2013 (EN 13501-1)
Kontinualni hofeni NPD EN 14303:2009+A1:2013
Horflavost Zakladni produkt izolace je nehoflavy ENISO 1182
Pozarmi klasifikace (IMO) Non-combustible IMO FTP Code Part 1
Surface Flammability (IMO) Low flame-spread characteristics IMO FTP Code Part2 and 5
TEPELNE VLASTNOSTI
Tepelna vodivost pii 10 °C, Mg 0,033 WimK EN 14303:2009+A1:2013 (EN ISO 8497)
Tepelna vodivost pfi 50 °C, A5g 0,037 WmK EN 14303:2009+A1:2013 (EN ISO 8497)
Tepelna vodivost pfi 100 °C, Mgg 0,044 WmK EN 14303:2009+A1:2013 (EN ISO 8497)
Tepelna vodivost pfi 150 °C, M50 0,053 WmK EN 14303:2009+A1:2013 (EN ISO 8497)
Tepelna vodivost pfi 200 °C, Mgg 0,064 WmK EN 14303:2009+A1:2013 (EN ISO 8497)
Tepelna vodivost pfi 250 °C, M50 0,077 WmK EN 14303:2009+A1:2013 (EN ISO 8497)
Rozmeéry a tolerance T8 pro wéjsi pramér < 150 mm, T9 pro wnéjsi | EN 14303:2009+A1:2013 (EN 823)

primér = 150 mm

ODOLNOST PROTI VLHKOSTI
Kratkodobé nasakavost vody WS, (W) <1 kg/m? EN 14303:2009+A1:2013 (EN 13472)
Difuzni odpor vodnich par M2 EN 14303:2009+A1:2013 (EN 13469)
Chloridové ionty, CI- <10 ppm EN 14303:2009+A1:2013 (EN 13468)
PROTIHLUKOVE VLASTNOSTI
Absorpce hluku | NPD | EN 14303:2009+A1:2013 (EN ISO 354)
EMISE
Uvoliiovéni nebezpecnych latek [NPD |EN 14303:2000+A1:2013
POZARNi ODOLNOST A TEPELNE VLASTNOSTI
Pozami odolnost Vici starnuti / degradaci Pozarni odolnost mineralni viny se s postupem €asu nezhorsuje. Klasifikace wrobku Euroclass se

vztahuje na organicky obsah, ktery se v priibéhu ¢asu nemize zwSovat.

Pozarni odolnost Vi¢i wsokym teplotam Pozarni odolnost mineralni viny se nezhorSuje se zwSujici se teplotou. Klasifikace wrobku
Euroclass se tyka organického obsahu, ktery pii wssich teplotach ziistava stejny nebo se snizuje.

Tepelna odolnost Wici Zaru/degradaci Tepelna vodivost wrobk(l zmineralni viny se v priibéhu ¢asu nemeéni, zZkusenosti ukazaly, ze
struktura idken je stabilni a pory neobsahuji ZAdné jiné plyny kromé atmosférického vzduchu.
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Head Office: PAROC GROUP, P.O. Box 240 (Energiakuja 3), FI-00181 Helsinki Finland, Tel. +358 46 876 8000, Fax +358 46 876 8002, www.paroc.com

The information in this data sheet represents the sole and comprehensive description of the condition of the product and its technical properties. However, the content of this data sheet
does not mean granting a commercial guarantee. In so far asthe product isused in an area of use which is not provided for in this data sheet, we cannot warrant its suitability for said area
of use unless the suitability was expresdy confirmed by us upon request. Thisdata sheet replaces all previous ones. As a result of constant further development of our products we reserve
the right to make alterationsto data sheets PAROC and red and white stripes are registered trade marks of Paroc Oy Ab.
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